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1 Introduction

A network simulator mimics the behaviour of networks but cannot connect to real networks. NetSim
Emulator enables users to connect NetSim simulator to real hardware and interact with live applications.

e NetSim emulator is an IP based, data plane, flow-through emulator. This means:
e It can interact with IP based devices.
e It can emulate data plane functionality and not control plane functionality.

o The source and destination for traffic should be external. A virtual device within NetSim cannot be
a source or sink for traffic.

1.1 Emulation: How Simulation interacts with the real world

Emulation Client A Server
Transmits video stream Received video stream
distorted due to lost packets

Figure 1-1: Simulator interacting with the real world

A real PC (running NetSim Emulation Client) sends live traffic to the PC (running NetSim Emulation
Server). Whenever a packet arrives at the interface of server, this packet is “converted” into a simulation
packet and sent from a source node (user selectable) in the simulated network (user configurable) to a
destination node (again user selectable). Upon receipt of this packet at the destination, the packet is
then “re-converted” and sent back to a real PC destination node (running NetSim Emulation Client).
The real packet thus undergoes network effects such as delay, loss, error etc. created virtually by NetSim
Simulator.

2 Emulation Set-up

The set-up to run emulation would be to have a minimum of three (3) PC’s. One would be the real
source, the second would run NetSim emulation server, and the third would be the real destination.

Prerequisite for NetSim Emulation: Enabling IP routing in windows.

IP Routing is the process that allows data to cross over a network of computers rather than just one.
Routing is often disabled by default in Windows, to check whether IP routing enabled or not.

Open Command Prompt (cmd.exe) type ipconfig /all. It will show if IP Routing Enabled: Yes\ No. If
IP Routing Enabled is set to No we may have to manually enable IP routing as shown Figure 2-1.
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N Select CAWINDOWS\system32\cmd.exe - o X

Figure 2-1: IP Routing Enabled

Steps to enable IP routing in windows:

1. Open the start menu, and type REGEDIT32.EXE into the search box. Hit enter. You can also click
on “Run” and type REGEDIT to open it.

2. Navigate to the HKEY _LOCAL_MACHINE\SYSTEM\ CurrentControlSet\Services\ Tcpip\Parameters\IPEnableRo
setting

3. Right click and select Modify. Change 0 to 1 and click OK then exit the editor as shown below
Figure 2-2.

T —_—

]
File Edit View Favorites Help
Computen HKEY_LOCAL_MACHINE\SYSTEM\CurrentControlSet\Services\ Tepip\Parameters
Synth3dVsc A || Name Type Data
?'SME'E Brok b (Default) REG_SZ (value not set)
T":z’: "et";s roker ab| DataBasePath REG_EXPAND_SZ %SystemRoot%\System32\drivers\ete
T: ISN”'““ erice 25| DhcpNameServer  REG_SZ 192,168.0.1 208.67.222.222 208.67.220,220)
. T:zm 2 Domain REG 57
Lnkoge #¥|ForwardBroadca  REG_DWORD 0x00000000 (3}
[ 2] HostName REG 57 DESKTOP-LCSICTS
Performance 28]IC5Domain REG_SZ msheme.net
Security $4|IPEnableRouter  REG_DWORD (xD0000000 (0}
ServiceProvider Edit DWORD (32-bit) Value X
Tepipé s
TCPIPSTUNNEL Value name:
tepipreg [IPEnableRovter
TCPIPTUNNEL
e Value data Base
TeService Oi=atmm
TeamViewer O Decimal
terminpt
Termservice Cancel
Themes
TieringEngineService
TimeBrokerSue
TalkenRralar 7
< > < >

Figure 2-2: IP Enable Router value is set to 1

4. Restart the system and check if IP Enabled Router is set to Yes by using the command ipconfig /all

2.1 Setting up the NetSim Server

NOTE: Never use NetSim License server as Source or destination for emulation application. Also, if
the license server is running on Virtual Machine (VM) than any VM on that physical system cannot be
used as source or destination. If used, this will lead to license check out problems in the license server.

o Run NetSim in Administrative Mode (Right Click on NetSim.exe — Run as Administrator).

o User has to open any Stack based Network (Any network except Legacy Networks and Cellular
Network) in NetSim with Emulation.
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o Create a network scenario of your choice (refer application examples provided) and set the Application
properties as shown below Figure 2-3.

[ App1_EMULATION Properties - O X

Application Type EMULATION
Application ID 1

Application Name App1_EMULATION
Source Count 1

Source D 1 v
Destination Count 1

Destination ID 2 v

Start Time (s} a

End Time (s) 100000

Random Startup FALSE -

Session Protocol MONE

Figure 2-3: Application properties window

e In the Application Properties, set Application Type as “EMULATION”. Assign real Source IP address
and Destination IP address in the respective fields. Then Click OK.

e Set the Simulation Time as how long you want to perform the Emulation in Real World. Do not run
the simulation until setting up Emulation in the Client system.

NOTE: If the Emulation Server is located in a different subnet from clients

e User has to configure the router settings of the real-world network so as to allow the packets to be
transmitted to the Emulation Server.

e For Example, if we consider a sample real world network scenario where the Emulation clients and
server are located in different subnets as shown Figure 2-4.

-~ g
- "Switch O " JCFET DeEth St
== Before Router C re-configuration

1w After Router C re-configuration

Figure 2-4: Emulation Server is located in a different subnet from clients
¢ Routing table of router 3 needs to be configured such that any packet having Source Address as IP
Address of Node 6(Client Source) and Destination Address as IP Address of Node 8(Client Desti-

nation) must be routed to Emulation Server. NetSim configuration will ensure that the packet is
re-injected with destination set to the appropriate IP Address (set in the application properties)
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2.2 Setting up the Client systems (Real Source and Destination system)
The client systems which are sources of real traffic can be connected to NetSim emulator by resetting the
gateway. NetSim Emulator supports both Windows and Linux clients. Once the gateway for the client

system is set as the NetSim Emulator PC then traffic from the clients will go via NetSim Emulator PC.
The steps involved in configuring the gateway will vary based on the operating system used.

2.2.1 Configuring Windows clients

The following steps can be used to configure the gateway IP address in systems running windows oper-
ating system.

e Open command prompt in administrative mode as shown Figure 2-5.

Programs (1)

cmd. e

Open
Ry

%' Run as administrator

¥Va Scanfor Viruses

¥x Moveto Quarantine

Figure 2-5: Run Command prompt in administrative mode

¢ Type command, route delete <Network Address>

Then press Enter key. You will get “OK”. For example, if your IP address is 192.168.0.4 and the
subnet mask is 255.255.255.0 then the network address is 192.168.0.0 (Got by performing a bitwise
AND of the IP Address and the subnet mask)

e Type command

route add <Network Address> mask 255.255.255.0
<IP Address where NetSim Emulation server is running> metric 1

Here the subnet mask is taken as 255.255.255.0). After execution, you will get “OK”.

e Type command
netstat -r
To check if the IP configuration is done or not.

BN Administrator: CWindows\System32\cmd.exe =10] x|

Routes:
Network Destination Netmask Gat I

-8.0 0.8.8.0 192.168.0.254 192.168.0.188
127.0.8.0 255.8.0.0 On-link 127.8.8.1
127.8.8.1 255.255.255.255 On-link 127.8.8.1
127.255.255.255 255.255.255.255 On-link 127.8.8.1
.a 255.255.255.0 - -8, 192.168.0.188
255.255.255.255 i 192.168.0.188
240.8.9.0 i 127.8.8.1

eway nterface Metric
28

192.168.0.188
i27.8.8.1

If Metric twork Destination Gateway
1 306 ::1-128 On—1link

Figure 2-6: Route Table

NOTE: Note that in the above screenshot, for the network 192.168.0.0, the gateway address assigned is
192.168.0.87(Address of the system where NetSim Emulation Server is running).
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2.2.2 Configuring Linux clients running RHEL 7

Go to the Wired Settings option in the Network Adapter Icon.

A Applications *  Plaoes * s 0122 JalUUNUIEY

Figure 2-7: Wired Settings option in the Network Adapter Icon

In the IPV4 settings, set static [P Address to the machine and specify the Emulation Server IP as the
Gateway IP.

Figure 2-8: Set static IP Address to the machine and specify the Emulation Server IP as the Gateway
P

Example: If 192.168.0.141 is the IP of the system where Emulation Server is running. This is specified
as the gateway IP.

Figure 2-9: Setting up Gateway to Emulation Server IP:192.168.0.141
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Turn off Automatic DNS.

A Applications ¥ Places ¥

Figure 2-10: Turn off Automatic DNS

Turn off and on the Network Adapter

Figure 2-11: Turn off Network Adapter

Figure 2-12: Turn ON Network Adapter

Open terminal window

Type command

sudo su
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This is to switch to root user.
Enter the root password

Type command

ip route

This is to check the default route

It will now show the default via <Emulation server IP>

Figure 2-13: Default route

Type command

ip route del <Network Address>

[T ———

Figure 2-14: ip route del 192.168.0.0/24

Example:

ip route del 192.168.0.0/24

Type command

ip route
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This is to check if the IP configuration is done.

& applications = Places = [JJmins - swo142 O ® O -

[T ——

Figure 2-15: IP configuration is done

2.2.3 Configuring Linux clients running Ubuntu

In Ubuntu Environment, if you want to set NetSim Emulator as the gateway, you can use command line
tool in your client systems such as

e ip command — show / manipulate routing, devices, policy routing and tunnels.
o route command — show / manipulate the IP routing table.

e Save routing information to a configuration file so that after reboot you get same default gateway.

Any of the following methods can be used for this purpose:

In this example we have considered the NetSim Emulator IP address as 10.244.1.55

e ip command to set a default router to 10.244.1.55
Login as the root and type:

# ip route add default via 10.244.1.55
OR
$ sudo ip route add default via 10.244.1.55

o route command to set a default router to 10.244.1.55

Login as the root and type:

# route add default gw 10.244.1.55

OR

$ sudo route add default gw 10.244.1.55

o Save routing information to a configuration file /etc/network/interfaces

Open /etc/network/interfaces file
# vi /etc/network/interfaces

OR
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$ sudo vi /etc/network/interfaces

Find ethO or desired network interface and add following option
gateway 10.244.1.55

Save and close the file. Restart networking:

# /etc/init.d/networking restart

OR

$ sudo /etc/init.d/networking restart

After setting static routes through NetSim Emulator, you can use ‘traceroute <destination ip>’ command
in the client systems to check if the packets are sent via the NetSim emulator.

2.2.4 Configuring Raspberry Pi clients

Open Raspberry PI terminal and apply “sudo su”

e Apply “nano /etc/sysctl.conf” command and edit the file by adding the following comment
net.ipv4.ip_forward=1

o To save and Exit
[Ctr]l] + X, then chose yes or no

e Apply “nano /etc/sysctl” command
e Then add the following comments
IP_DYNIP="no"

IP_TCP_SYNCOOKIES="yes"
IP_FORWARD="yes"

o Follow step 3

Figure 2-16: Print interface ID

e Apply “nano /etc/dhcped.cont”

change the “static routers” to NetSim Server IP as shown in the below image

e Apply “route” command

Figure 2-17: Route Print

e Apply “ip r del <network ip>/24”
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Figure 2-18: ip r del 192.168.0.0/2/

Example: ip r del 192.168.0.0/24

e Apply “ping <any ip within the network>”. Example: ping 192.168.0.202

Figure 2-19: Pinging to 192.168.0.202

2.3 Setting up the network for client systems communicating across the net-
work

Devices communicating across networks can be connected to NetSim Emulator. This is achieved by
connecting the system running NetSim to the routers which connect to the client machines taking part
in communication.

2.3.1 System Configuration

Connecting devices across network to NetSim emulator involves configurations at the router and in the
NetSim Emulator system. There is no configuration required in the client systems communicating across
the network, unlike the case of emulation within the same network.

e The System running NetSim Emulator will require two or more Network Interface Cards (NICs) to
connect to different networks.

« Static routes should be set to route packets to specific Network Interfaces as they come in.

o Static routes should be set for routing any external network traffic to the interface that connects to
NetSim emulator.

Consider the network shown in the figure below Figure 2-20.
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2.168.1.1 D] 192.168.3.1
]
Pc=aais =Sy

NetSim Emulator PC
1. Interface 2- Router 1(192.168.1.2)

g:
2. Interface 3- Router 2(192.168.3.2)
v
m

ROUTER 1
1.Interface 1-182.168.1.1 ROUTER 2
2.Interface 2-192.168.2.1 1. Interface 1- 192 16831
2.Interface 2- 192.168.4.1

AR

PC1 PC2
192.168.2.2 192.168.4.2

@] ]
Figure 2-20: LAB Setup

PC 1 and PC 2 are connected to Router 1 and Router 2 respectively. NetSim Emulation PC connects
to Router 1 in one of its interface and Router 2 in the other.

To send packets exchanged between PC1 and PC2 via NetSim Emulator, following settings are to be
done:

Router 1

Route is added to send any packet to PC 2(192.168.4.2), to NetSim Emulator interface that is connected
to it. (Interface with IP 192.168.1.2)

Router 2

Route is added to send any packet to PC 1(192.168.2.2), to NetSim Emulator interface that is connected
to it. (Interface with IP 192.168.3.2)

NetSim Emulator

Route is added to send any packet to PC1(192.168.2.2), to its first interface (192.168.1.2)
Route is added to send any packet to PC2(192.168.4.2), to its second interface (192.168.3.2)
After performing the above settings, packets from PC 1 to PC 2 will take the following route:
PC 1 — NetSim Emulator Interface 1 — NetSim Emulator Interface 2 — PC 2

And vice versa for packets from PC 2 to PC 1.

2.4 Setting up the network for Database PostgreSQL Emulation
Devices running Database Management Systems such as PostgreSQL can be connected to NetSim Em-

ulator. This is achieved by connecting the systems running the database server, the database web client
and the system running NetSim Emulator to a switch.

2.4.1 System Configuration

Connecting devices involved in database application to NetSim emulator involves configurations at both
the systems that run the database server and the web client.

o Static routes should be set to route all outgoing packets to the system running NetSim Emulator.

Consider the network shown in the figure below.
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Switch

~ -

A

Y \J \J
P Vi L

System 1 System 3 System 2
192.168.0.21 192.168.0.22 192.168.0.154

Figure 2-21: PgAdmin web client and server with NetSim Emulator to switch

System 1, System 2 and System 3 are connected to a L2 switch and are part of the same network.

To send packets exchanged between System 1 and System 2 via System 3(NetSim Emulator), following
settings are to be done:

System 1

Route is added to send any packet to System 2(192.168.0.154), to NetSim Emulator interface that is
connected to it. (Interface with IP 192.168.0.22)

System 2

Route is added to send any packet to System 1(192.168.0.21), to NetSim Emulator interface that is
connected to it. (Interface with IP 192.168.0.22)

After performing the above settings, packets from PC 1 to PC 2 will take the following route:
System 1(PgAdmin Server) — System 3(NetSim Emulator) — System 2(PgAdmin WebClient)

And vice versa for packets from System 2 to System 1.

2.4.2 Steps to Start generating Network Traffic

¢ Start PgAdmin application in System 1 and create a database with 100000 Records in it.

e Now open PgAdmin application in System 2 and connect to the database created in System 1. In the
example shown below, we are attempting to retrieve the records from a large csv file.
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Query Editor ~ Query History

1 select = from Public."Event"

Data Qutput Explain Messages Notifications

event_id event_type event_time device_type device_id
4 integer character varying (100) integer character varying (50) integer
1 1 TIMER_EVENT 0 NODE 1
2 2 TIMER_EVENT 0 NODE 2
3 3 TIMER_EVENT 0 ROUTER 4
4 4 TIMER_EVENT 0 NODE 5
5 5 TIMER_EVENT 0 NODE 1
6 6 TIMER_EVENT 0 NODE 2
7 7 TIMER_EVENT 0 SWITCH 3

Figure 2-22: PgAdmin application in System 2

2.4.3 Steps to configure application for NetSim Emulation

¢ Once the database connection is established, In System 3, create a simple scenario in internetworks
as shown below:

L2 Switch_1

Wired_Node 2
Wireo_Noce 2

Figure 2-23: Network Topology

¢ Configure an Emulation Application from Wired Node 2 to Wired Node 3 as shown below:
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Figure 2-24: Application properties window for Application 1

¥ App1_EMULATION Properties — =]
AN O =

Source ID 2 -

Destination Count 1

Destination ID 3 -

Start Time (s) 0

End Time (s) 100000

Random Startup FALSE v

Session Protecol NONE

Transport Protoco upr -

QoS BE A

Priority Low

4 Emulation
Source Real IP 192.168.0.38
Source Port 0
Destination Real IP 192.168.0.154
Destination Port 0

Ver 15.1

e Configure an Emulation Application from Wired Node 3 to Wired Node 2 as shown below:

Figure 2-25: Application properties window for Application 2

Copyright TETCOS LLP

ed

App2_EMULATION Properties - o
SARO B
Source ID 2 -
Destination Count 1
Destination ID 3 A
Start Time (s) 0
End Time (s) 100000
Random Startup FALSE v
Session Protocol NONE
Transport Protocol uoep v
QoS BE v
Priority Low
4 Emulation
Source Real IP 192.168.0.154
Source Port ]
Destination Real IP 192.168.0.38

Destination Port
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The above settings will ensure that packets from System 1 to System 2 and vice versa will be sent via
NetSim Emulator.

2.4.4 Results and Analysis

e Start Simulation in NetSim
e Perform any query on the database while NetSim simulation is running.

e Analyse the impact of flow of the packets through the network designed in NetSim based on the time
taken for the query response.

e The pcap log files such as All Network Packets Capture, Dispatched to Emulator, Reinjected from
Emulator, Not Dispatched to Emulator that are accessible from the NetSim results dashboard after
the simulation is over, can be used for further analysis.

2.5 Setting up the network for GeoServer Application Emulation

Devices running Database Management Systems such as PostgreSQL can be connected to NetSim Em-
ulator. This is achieved by connecting the systems running the database server, the database web client
and the system running NetSim Emulator to a switch.

2.5.1 System Configuration

Connecting devices involved in database application to NetSim emulator involves configurations at both
the systems that run the database server and the web client.

« Static routes should be set to route all outgoing packets to the system running NetSim Emulator.
Consider the network shown in the figure below.

Switch

-] -

'

A A \J
Gei
=]
P P P

System 1 System 3 System 2
192.168.0.21 192.168.0.22 192.168.0.154

Figure 2-26: Geo web client and server applications and server with NetSim Emulator to switch

System 1, System 2 and System 3 are connected to a L2 switch and are part of the same network.

To send packets exchanged between System 1 and System 2 via System 3(NetSim Emulator), following
settings are to be done:

System 1

Route is added to send any packet to System 2(192.168.0.154), to NetSim Emulator interface that is
connected to it. (Interface with IP 192.168.0.22)

System 2
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Route is added to send any packet to System 1(192.168.0.21), to NetSim Emulator interface that is
connected to it. (Interface with IP 192.168.0.22)

After performing the above settings, packets from PC 1 to PC 2 will take the following route:
System 1(Geo Server) — System 3(NetSim Emulator) — System 2(Geo WebClient)

And vice versa for packets from System 2 to System 1.

2.5.2 Steps to Start generating Network Traffic

e Start GeoServer application in System 1

o Now access GeoServer via web browser in System 2 by specifying IP address: GeoServerPort//Geoserver /browser.
Eg:192.168.0.21:2020/Geoserver /browser

== o (i

Welcome
About & Status ‘Welcome

© About GeoServer

Data “This GeoServer belongs to The Ancient Geographers. Service Capabilities

wes

‘This GeoServer instance is running version 2.13.4. For more information please contact the S0

Demos administrator.
110

111
11
201

Figure 2-27: GeoServer application in System 2

2.5.3 Steps to configure application for NetSim Emulation

e Once the database connection is established, In System 3, create a simple scenario in internetworks
as shown below.

1
s
=/

L2_Switch_1

3

Wired_Node_2 Wired_Node_3

Figure 2-28: Network Topology

¢ Configure an Emulation Application from Wired Node 2 to Wired Node 3 as shown below:
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[ App1_EMULATION Properties - X

SANO =

Source ID 2 v

Destination Count 1

Destination ID 3 -

Start Time (s) 0

End Time (s) 100000

Random Startup FALSE v

Session Protocol NONE

Transport Protocol ubP v

QoS BE v

Priority Low

4 Emulation
Source Real IP 192168038 | #
Source Port 0
Destination Real IP 192.168.0.154 £
Destination Port 0

Figure 2-29: Application properties window for Application 1

¢ Configure an Emulation Application from Wired Node 3 to Wired Node 2 as shown below:

[ App2_EMULATION Properties - g

SANO =

Source ID 2 v

Destination Count 1

Destination ID 3 v

Start Time (s) 0

End Time (s) 100000

Random Startup FALSE v

Session Protocol NONE

Transport Protoco! uopP v

QoS BE -

Priority Low

4 Emulation
Source Real IP 1921680154 | #
Source Port 0
Destination Real IP 192.168.0.38 y
Destination Port 0

Figure 2-30: Application properties window for Application 2
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The above settings will ensure that packets from System 1 to System 2 and vice versa will be sent via
NetSim Emulator.

2.5.4 Results and Analysis

e Start Simulation in NetSim

o Try to access specific regions of the map by zooming in and other operations to generate live network
traffic.

e Analyse the impact of flow of the packets through the network designed in NetSim based on the time
taken for the map to load.

e The pcap log files such as All Network Packets Capture, Dispatched to Emulator, Reinjected from
Emulator, Not Dispatched to Emulator that are accessible from the NetSim results dashboard after
the simulation is over, can be used for further analysis.

¢ Note: The Wireshark pcap log files generated as part of emulation will not be saved when the scenario
is saved. Users can save these files manually if required.

2.6 Setting multiple Virtual Machines (VM) to act as Nodes for Emulation

2.6.1 VDMs sharing the same network as the host

A computer on which one or more virtual machines are running is defined as a Host Machine. Each
virtual machine is called a Guest Machine. In this scenario, we have 3 VMs running in a Host Machine
— VM1, VM2 and VM3. Users can run NetSim License server in any system connected to the network
in which Host Machine is running.

VM3 - VMware Work
File Edit View VM Tabs Hep | Il ~ | @ | O O O | = = O
Library X {o Home (5 M1 (5 vm2 5vms
Q. Type here to search -

Figure 2-31: Multiple Virtual Machines (VM)

Now right click on each VM and select Settings. Click on Network Adapter, and select “Bridged:
Connected directly to the physical network” Also enable the “Replicate Physical network connection
state”.
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Virtual Machine Settings -
[ Hardware | Options
[Device ‘Summary | Device status
0 Memory 168 [l Connected
[ Processors 1 [V Connect at power on
Hard Disk (SCST) 4068
Tnetwork A;‘:Pm’ Bridged (Automatic) (®) Bridged: Connected directly to the network
USE Controller Present

) cand aurtn delect IMRepbcarephygcal network connection state
(= Printer Present () NAT: Used to share the host's IP address
Boisplay Auto detect (O Host-only: A private network shared with the host

(O Custom: Spedific virtual network

VMnet0 (Auto-bridging)
() LAN segment:

Figure 2-32: Multiple Virtual Machines setting window

An advantage of this technique is that, if the license server is running in another system, connected to
the same network as the original host, then NetSim running in the VM can obtain the licenses.

2.7 VDMs sharing a network but insulated from the host network

A computer on which one or more virtual machines are running is defined as a Host Machine. Each
virtual machine is called a Guest Machine. In this scenario, we have 3 VMs running in a Host Machine
— VM1, VM2 and VM3. NetSim License server is running in one of these 3 VMs.

VM3 - VMware Work
File Edit View VM Tabs Hep | Il ~ | @ | (O O O || = 2 5
Ey B2 tome Ew x| @ x| 5 vma

Q. Type hereto search -

= =8 My Compute:
5 vM1
5 vm2

GHE

Figure 2-33: NetSim License server is running in one VM

If user needs to create an internal network which is segregated from host network, follow the steps

1. Right click on each VM and select Settings.
2. Click on Network Adapter, and select “Custom: Specific Virtual network”
3. Select “VMnet8 (NAT)”
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Hardware | Options

Figure 2-34: Select Specific Virtual network to VMnet8 (NAT)

Dev Summary
W [iemory 1GB
[ Processors 1

[AHard Disk (SCSI) 40 GB
)CD/OVD (SATA)  Auto detect
ENetwork Adapter  Custom (VMnetB)
USE Controller Present

@) sound Card Auto detect
=HhPrinter Present
Bl pisplay Auto detect

Device status
[w]Connected
[w]connect at power on

Network connection

() Bridged: Connected directly to the physical netwark
[[]Replicate physical network connection state

() NAT: Used to share the host's IP address

) Host-only: A private network shared with the host

(®) Custom: Spedific virtual network

VMnets (NAT) v
() ||VMnetd (Auto-bridging)

VMnet1 E“H’nlii

LANM Segments...

Ver 15.1

By default, a network address is assigned to this segregated network by VMware. To configure this IP

address, go to EDIT —

Figure 2-35: Select option to Virtual Network Editor in VM

Virtual Network Editor

File | Edit | View VM Tabs Help | 0l + | o |

rar Cut
Q Copy
Paste
=]

Preferences...

@  virtual Network Editor...

Ctrl+X
Ctrl+C
Ctrl+V

Ctrl+P

R

Name Type External Connection
VMnetd Bridged Auto-bridging
VMnet1 Host-only -

MNAT MAT

Host Connection DHCP

Connected

Connected

Subnet Address

Enabled 192.168.106.0
Enabled 192.168.35.0

WMnet Information
() Bridged (connect VMs directly to the external network)

Add Network... | [Remgve Network |

Bridged to: |Aubomatic

‘ ‘ Automatic Settings..

(®) NAT (shared host's TP address with VMs)

(@] Host-only (connect VMs internally in a private netwaork)

MNAT Settings...

[w] Connect a host virtual adapter to this network

Host virtual adapter name: YMware Network Adapter VMnets

[w] Use local DHCP service to distribute TP address to VMs DHCP Settings...
et —
] ] [ o | [

Figure 2-36: Modify the Subnet IP and Subnet Mask in Virtual Network Editor
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User can modify the Subnet IP and Subnet Mask to suit their own preference.

The disadvantage of this technique is that, if the license server must compulsorily run in the VM for
NetSim to obtain the licenses.

2.8 NetSim Emulator interfacing with Kubernetes Clients

Objective: Kubernetes Client running on the docker generates application traffic destined for Kubernetes
Client. This traffic is sent through NetSim Emulator in which an equivalent virtual network is created.
Thereby test the performance of your real application when transported over the virtual network.

Installation
For installation and running Kubernetes and Docker on Windows please refer
https://support.tetcos.com/support/solutions/articles/14000124321-how-to-run-netsim-on-windows-cont:

https://www.youtube.com/watch?v=cgY0pwbXLtk

2.8.1 Traffic flow diagram

mdows/unux Environment \ ﬂVindows / Linux Environmeh

kubernetes kubernetes

Running Client Application (((r)) Running Server Application
—
& & & & & &

docker docker docker docker docker docker

\ CLIENT SERVER /

NetSim Emulation Server
Virtual Network in NetSim through which real traffic flows
and network effects like loss, delay, error ... etc.

Figure 2-37: Traffic flow diagram

2.8.2 Lab Setup

e 3 Systems

— Kubernetes Clients

* Pods IP Address: 10.10.10.1
* Host IP Address: 192.168.0.100

— Kubernetes Server

* Pods IP Address: 10.10.10.2
* Host IP Address: 192.168.0.102

— NetSim Emulation server (IP Address: 192.168.0.101)

o Kubernetes Client/server applications running on respective system. They be any application. In
this example, we run the jperf application on client and server.

Copyright TETCOS LLP Page 24 of 57


https://support.tetcos.com/support/solutions/articles/14000124321-how-to-run-netsim-on-windows-container-
https://www.youtube.com/watch?v=cgYOpw5XLtk

NetSim — Emulation Ver 15.1

e Static routing in the lab setup.

— CLIENT POD:

* Run CLI docker in administrator mode and add a route to Server Pod. This must be in
such way that the traffic generated from the Client Pod must flow through the Emulation
server.

*x Command Windows: route add 10.10.10.2 MASK 255.255.255.255 192.168.0.101 METRIC
1

— SERVER POD:

* Run CLI docker in administrator mode and add a route to Client Pod. This must be in
such way that the traffic generated from the Server Pod must flow through the Emulation
server.

* Command Windows: route add 10.10.10.1 MASK 255.255.255.255 192.168.0.101 METRIC
1

2.8.3 Steps to configure the application for NetSim Emulation

Once the Client Pod and Server Pod connection is established, In NetSim Emulation server, create a
simple scenario in internetworks as shown below.

Poumnt ]
[==2]

L2_Switch 3

1 | 2

Wired_Node_1 Wired_Node_2

Figure 2-38: An example network topology with 2 nodes mapped to a Kubernetes client and a server.
Note that the virtual network topology can have any number (typically < 500) of nodes. And can be
mapped to any number of external devices.

e Configure an Emulation Application from Wired Node 1 to Wired Node 2 as shown below:
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Y App1_EMULATION Properties — *

SANO %

Source ID 2 A

Destination Count 1

Destination ID 3 A

Start Time (s} o

End Time (s) 100000

Random Startup FALSE -

Session Protocol NOME

Transport Protoco upp -

QoS BE -

Pricrity Low

4 Emulation
Source Real IP 192.168.0.38 rd
Source Port o
Destination Real IP 192.168.0.154 4
Destination Port 0

Figure 2-39: Application properties window for Application 1

The above settings will ensure that packets from System 1 to System 2 and vice versa will be sent via
NetSim Emulator.

2.8.4 Results and Analysis

e Start Simulation in NetSim
e Analyze the impact of the flow of the packets through the virtual network designed in NetSim

e The pcap log files such as All Network Packets Capture, Dispatched to Emulator, Reinjected from
Emulator, Not Dispatched to Emulator that are accessible from the NetSim results dashboard after
the simulation is over, can be used for further analysis.

3 Model Features

3.1 Working of an Emulation Application in NetSim

NOTE: The following explanation is provided assuming that you have performed all necessary config-
uration required to divert network traffic via the system running NetSim Emulator. (This is explained
in section 9 of the User Manual.

The following parameters are specific to Emulation Application in NetSim:

e Source Real IP
e Source_Port
e Destination Real IP

o Destination Port
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Unlike Simulation, if users want to connect real devices running live applications to the simulator, then
Emulation component is required. The Emulation Application in the traffic generator allows users to
pump in real traffic into the Simulator.

The real application is mapped using the source and destination IP addresses that we set in the Emulation
Application.

Various combination of Emulation Parameters are as follows:

1. Device Specific Emulation:
Example 1:

SOURCE_REAL_IP = 192.168.0.151
SOURCE_PORT = 0
DESTINATION_REAL_IP = 192.168.0.202
DESTINATION_PORT =0

Dispatches all packets with the source real IP 192.168.0.151 and destination real IP as 192.168.0.202,
into the Simulator.

Example 2:

SOURCE_REAL_IP = 192.168.0.151
SOURCE_PORT = 0
DESTINATION_REAL_IP = 0.0.0.0
DESTINATION_PORT =0

Dispatches all packets from source real IP 192.168.0.151 regardless of whatever is the destination real
IP, into the Simulator.

Example 3:

SOURCE_REAL_IP = 0.0.0.0

SOURCE_PORT =0

DESTINATION_REAL_IP = 192.168.0.202

DESTINATION_PORT =0

Dispatches all packets to destination real IP 192.168.0.202 regardless of whatever is the source real
IP, into the Simulator.

Example 4:

SOURCE_REAL_IP = 0.0.0.0

SOURCE_PORT =0

DESTINATION_REAL_IP = 0.0.0.0

DESTINATION_PORT =0

Dispatches all packets that are reaching the Emulator Device regardless of whatever is the source or
destination, into the Simulator.

2. Application Specific Emulation
Example 1:

SOURCE_REAL_IP = 192.168.0.151
SOURCE_PORT = 5004
DESTINATION_REAL_IP = 192.168.0.202
DESTINATION_PORT = 6245

Dispatches all packets with the source real IP 192.168.0.151, source Port No 5004, destination real IP
as 192.168.0.202 and destination Port No 6245 into the Simulator.

Emulation Specific Metrics

On running an Emulation Application Users can optionally obtain the following log files which are
Wireshark compatible .pcap files:
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[ Simulation Results
I¥_Forwaraing_iaoie

UDP Metrics
Switch Mac address table
Application_ Metrics

Packet Capture

Emulation
ALL_NETWORK_PACKETS
DISPATCHED_TO_EMULAT
NOT_DISPATCHED_TO_EM

REINJECTED_FROM_EMUL

Plots
Link_Throughput

Application_Throughput

Open Packet Trace

Restore To Original View

Applicationld  Thror

Link id

Application Metrics Table:

Application_Metrics

Appli

Link Metrics Table.

Link_Metrics

[] Detailed View

B X TCPMetrics Table

TCP_Metrics

Application Name  Pack

Packet_transmitt.. Packet_errored

Link throughput_plot

Data Control Data Control

A na

Packet_collided

Data  Control

0

Detailed View

@ X | Queue Metrics Table
Queue_Metrics

Deviceid  Portid

Queued_pa.

Dequeved..

Destination  Segment Sent  Segment Received  Ack Sent

DEVICE 0

Dropped_p.

Ver 15.1

X
[] Detailed View

AckReceived  Duplicate ack received

Figure 3-1: Different Emulation Specific Metrics in Result window

o All_ Network_ Packets - Log of all packets flowing via the system running NetSim Emulator.

e Dispatched_To_ Emulator - Log of packets for which were sent to NetSim based on Emulation Ap-
plication is configured in NetSim.

e Reinjected_From_Emulator - Log of packets that successfully reached the virtual destination node
in NetSim Simulator and was re-injected into the network.

o Not_ Dispatched_To_Emulator - Log of packets flowing via the system running NetSim emulator but
not dispatched to emulator (All_Network Packets minus Dispatched To_Emulator)

3.1.1 Delay measurement when pinging through NetSim Emulator

Pinging through NetSim emulator takes only one direction delay, if you have set only one application with
Ping Source IP and ping Destination IP. This is because PING is a two way application and constitutes
PING_REQUEST and PING_REPLY. For ping to take round trip delay users must configure two
Emulation Applications, one for forward PING_REQUEST and other for the reverse PING__REPLY.

Example: If you are running a ping from the IP 192.168.0.151 to an IP 192.168.0.202 the time take will
normally be around 1ms.

Pinging 192.
Reply from 1
Reply fFrom
Reply fFrom
Reply fFrom
Reply fFrom
Reply fFrom
Reply fFrom
Reply fFrom
Reply fFrom
Reply fFrom
Reply fFrom
Reply fFrom
Reply
Reply
Reply

fron
fron
fron

168.8.202 with
92.168.0.2082:

32

BN C:\Windows\system32\cmd.exe - ping 192.168.0.202 -t

C:nUsers KANAK>ping 192.168.0.282 -t

of data:

2 time{ims

time{ims
time{ims
time{ims
time{ims
time{ims
time{ims
time{ims
time{ims
time{ims
time{ims
time{ims
time{ims
time{ims
time<{ims

TTL=64
TTL=64
TTL=64
TTL=64
TTL=64
TTL=64
TTL=64
TTL=64
TTL=64
TTL=64
TTL=64
TTL=64
TTL=64
TTL=64
TTL=64

| »

Figure 3-2: Pinging from one device to other device and total time taken by 1ms

Now we create a network scenario in NetSim similar to the screenshot shown below.
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IApp1_EMULATION

Wired Node 1 Wired Node 2

Figure 3-3: Network Topology with Emulation Application

We reset the propagation delay in both the wired links to 5 us.

¥ Link_1 Properties - m] X

AN O =

4 Llink -
Link Type POINT_TO_POINT
Link Medium WIRED
Link Mode FULL_DUPLEX
Max Uplink Speed (Mbps) 100
Max Downlink Speed (Mbps) 100

4 Medium Property

Uplink BER 0.0000001
Downlink BER 0.0000001
Uplink Propagation Delay (us) 5

Deownlink Propagation Delay (ps) 5

4 Graphics

-

Figure 3-4: Wired Link properties window

Ver 15.1

We configure an Emulation application between the wired nodes with the source and destination real IP

specified, as shown below:
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¥ App1_EMULATION Properties = X

AN O =%

[
2l

Source ID

Destination Count 1

Destination ID 3 v

Start Time (s) 0

End Time (s) 100000

Random Startup FALSE -

Session Protoco NONE

Transport Protocol uppP -

QoS 3 -

Priority Low

4 Emulation
Source Real IP 192168038 | &
Source Port 0
Destination Real IP 192.168.0.154 pd
Destination Port 0

Figure 3-5: Application properties window for Application 1

On running the simulation, you will observe the variation in the time taken to get the ping reply in the
source system, as shown below:

B CA\Windows\system32\cmd.exe - ping 192.168.0.202 -t B

PR

Figure 3-6: Pinging from one device to other device and total time taken by 11ms and including 10us
additional delay for both the links

Ping packets has experienced an additional delay of 10us which is a sum of the delay in both the links.

The additional delay experienced by ping packets is not 20us because, the application that we have
configured applies to only the Ping Request Packets which has the Source IP as 192.168.0.151 and
Destination IP as 192.168.0.202.

The Ping Reply Packets has the Source IP as 192.168.0.202 and Destination IP as 192.168.0.151, for
which we have not configured any application.

For the ping to take the round trip delay, we will have to configure one more application for the reverse
traffic. On adding an application for the reverse traffic as shown below:
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Source ID 2 v

Destination Count 1

Destination ID 3 v

Start Time (s) 0

End Time (s) 100000

Random Startup FALSE v

Session Protocol NONE

Transport Protoco upP v

QoS 3 v

Priority Low

4 Emulation
Source Real IP 192.168.0.154 | #
Source Port 0
Destination Real IP 192.168.0.38 V4
Destination Port 0

Figure 3-7: Application properties window for Second application

We will now be able to see round trip delay being experienced by the PING application, as shown below:

EX C:\Windows\system32\cmd.exe - ping 192168.0.202 -t @
H time<{ims TTL=64 -
t 22 TTL=64

4 [

Figure 3-8: Total round-trip time taken by 20ms

Ping experiences an additional overall delay of 20ms, which is the sum of the delays experienced by Ping
Request and Ping Reply (10ms + 10ms).

3.2 Jitter in NetSim Emulations

Jitter is defined as a variation in the delay of received packets. Let us suppose at the sending side,
packets are sent in a continuous stream with the packets spaced evenly apart. Due to network congestion,
improper queuing, or configuration errors, this steady stream can become lumpy, or the delay between
each packet can vary instead of remaining constant. This variation in delay is ‘jitter’. While there are
many ways of measuring this variation, in NetSim ‘jitter’ is measured as the statistical variance of delay.
Variance is defined as the square of deviation from the mean.
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3.2.1 Introducing Jitter using Background traffic

Background traffic can be used to test the performance of applications when link bandwidth is consumed
by other traffic. It can also be used to induce jitter for testing real-time applications.

The Background traffic in NetSim can be modelled as a Poisson process in which bursts of data of a fixed
size are transmitted at an average rate such that the link will be occupied at the specified link utilization
rate. Because it is a random process, over short periods the actual background traffic link utilization
rate may vary from the configured value. The rate of arrival of background traffic frames affects the
jitter. Larger number of background packets induce greater jitter in competing traffic. In NetSim, the
way to increase the number of background packets arriving is to reduce the inter-arrival time of that
application, as explained in the link https://tetcos.freshdesk.com/support/solutions/articles/
14000067807-how-do-i-introduce-jitter-in-netsim-simulations-emulations-

4 Featured Examples

4.1 Example 1: PING (One way Communication)

Switch

- -

A

\d A A
‘Source Destination
Priait P Pty

System 1 System 3 System 2

Figure 4-1: One way Communication

Steps at Emulation Server

1. Run NetSim in Administrative Mode and create a basic network Scenario in any stack based protocol
(Any network except Legacy Networks, Wireless Sensor Network, and Cellular Network) in NetSim.
Screenshot of a sample scenario in Internetworks is shown below.

ey
g
il

L2 Switch_1

3

Wired_Node_2 Wired_Node_2

Figure 4-2: Network Topology
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¢ Go to Properties of Linkl and Link2 and set Uplink and Downlink Delay to 5000us. Click on the
Application icon present on the ribbon and set properties.

e In the Application Type select Emulation.

e Select Source and Destination ID according to the network scenario and change the Source and
Destination IP address according to the IP address of the real system.

Y App1_EMULATION Properties - X

Kx /1N \: @ b]_\.

Soure Lount

~
)

Source ID

Destination Count 1

Destination ID 3 v

Start Time (s) 0

End Time (s) 100000

Random Startup FALSE v

Session Protoco NONE

Transport Protoco uoP v

QoS BE v

Priority Low

4 Emulation
Source Real IP 192.168.0.151 s
Source Port 0
Destination Real IP 192.168.0.101| &
Destination Port 0

Figure 4-3: Application properties window

2. Provide the Simulation Time as how long you want the Emulation to be performed. Make sure client
system(s) are ready and then click Run Simulation.

Steps at Source PC

¢ Before running simulation, start pinging the Destination from Source using command “ping <Desti-
nation_IP> —t” and note down the time duration.

from
from
from
from

from
from
from
from
y from

Figure 4-4: Before running simulation, total time taking by Ims

o Follow steps as provided before in “Emulation Set-up: Setting up the NetSim Client”.

e Perform the steps at Emulation Server as provided and simulate. During simulation, ping the destina-
tion system. You will notice that the present time duration is higher than the earlier ping results. This
is because the network created in NetSim has link propagation delay. Also, Wireshark (if installed)
will automatically start capturing the packets as soon as Emulation Server starts simulation.
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Reply from
Reply from

rom 1 2

ne=1ims
time=11ims
time=11ims
tine=1ims

Figure 4-5: After running simulation, total time taking by 11ms

NOTE: In case if no ping messages can be sent from source to destination, disable windows firewall and
try again.

e The impact of the link propagation delay in NetSim Emulator is seen on a real packet.

4.2 Example 1: PING (Two-way Communication)

Switch

- -

A

\d Y Y
Priait Pt Pty

System 1 System 3 System 2

Figure 4-6: Two-way Communication

In PING (Two-way communication), almost all the steps are same as PING (One way communication),
except that in NetSim Emulation server there will be two applications instead of one. One Application
will be directed from Source to Destination node, while the other application will be directed from
Destination to Source node.

The difference caused in the network behaviour is that in the first case (PING -One way communication),
the PING reply packets were not routed via NetSim Emulator. But in the second case (PING -Two-way
communication), the PING reply to packets will be routed via NetSim Emulator, thereby the total delay
will be approximately 21milliseconds.

4.3 Example 2: Video (One way Communication)

Switch

~ B -

[}

Figure 4-7: Video One-way Communication
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Steps at NetSim Emulation Server

1. Run NetSim in Administrative Mode and create a basic network Scenario in any stack-based protocol
(Any network except Legacy Networks, Wireless Sensor Network, and Cellular Network) in NetSim.
Screenshot of a sample scenario in Internetworks is shown below.

L2_Switch_1

3

Wired_Node_2 Wired_Node_3

Figure 4-8: Network Topology

¢ Click on the Application icon present on the ribbon and set properties.
e In the Application Type select Emulation.

e Select Source and Destination ID according to the network scenario and change the Source and
Destination IP address according to the IP Address of the real system and click OK.

¥ App1_EMULATION Properties - X

SANO =%

Source ID 2 v

Destination Count 1

Destination ID 3 v

Start Time (s) 0

End Time (s) 100000

Random Startup FALSE v

Session Protocol NONE

Transport Protoco! uopP v

QoS BE v

Priority Low

4 Emulation
Source Real IP 192.168.0.38 &
Source Port 0
Destination Real IP 192.168.0.154 £
Destination Port 0

Figure 4-9: Application properties window

2. Provide the Simulation Time as how long you want the Emulation to be performed. Make sure client
system(s) are ready and then click Run Simulation.
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During Simulation you will notice a change in the quality of the video being played in the destination
PC. This is because the network created in NetSim has errors / delays etc in the links. The impact of
this loss / jitter / delay etc in NetSim Emulator is seen on a real video stream.

Steps at Source PC

1. Follow steps as provided before in “Running Emulation via GUI — Setting up the NetSim Client”.
Then open VLC Media player — Click Media menu — Select Stream Option.

2. Click add button then select the video which you want to play.

£ Open Media

(¥ Fie | (@pisc | % Network | EH Capture Device

File Selection
You can select local files with the following list and buttons.

C:\Users\P.Sathishkumar\Desktop\MANET _Final_Video.wmv Add...

Remove

[] use a subtitle file

["] Show more options

[stean ) [ cancal ]

Figure 4-10: Select a video using Add option in VLC media

3. Click on Stream Option. Then click next button.

4. Enable the display locally checkbox. Then select the RTP / MPEG Transport Stream from the
drop-down list as shown in the below screen shot

£ Stream Output
Destination Setup
Select destinations to stream to

&

Add destinations following the streaming methods you need. Be sure to check with transcoding that the format is compatible with the
method used.

New destnaton Fie DI
- Fie
[ || Display locally HTTP
MS-WMSP (MMSH)

9
ERTP / MPEG Transoort Stream

Figure 4-11: Select the RTP / MPEG Transport Stream from the drop-down list in VLC media

5. Click on Add Button. Then enter the Destination IP address in the Address field and enter a stream
name (user defined) and click next button.
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& stream Output [ =5

i Setup
Select destinations to stream to

® [ remsO

This module outputs the transcoded stream to a network via RTP:

Address 192. 168.0.86

Base port 5004 |

[ <oocc | [ Me> ][ comcel |

Figure 4-12: Enter the Destination IP address in the Address field and enter a stream name (user

defined)

6. Select Video -MPEG-2 + MPGA (TS) option from the drop-down list as shown in the below screen
shot. Then click next button.

2 Stream Output
Transcoding
Select and choose transcoding options:
[¥] Activate Transcoding
Profie Video -H.264 +1P3 (4P3) 2] <) (%)
Video - H.264 + MP3 (MP4) -
Video - VP30 + Vorbis (Webm)
Video - H.264 + MP3 (TS) =
Video - Dirac +MP3 (TS)
Video - Theora + Vorbis (OGG) 7
dan . Thanra 4 Flar (O
- MPEG-2 + MPGA (TS)
Video - WMV + WMA (ASF)
Video - DIV3 + MP3 (ASF)
Audio - Vorbis (0GG) hi
[ <Bak |[ mext> |[ comcel |

Figure 4-13: Select Video -MPEG-2 + MPGA (TS) option from the drop-down list

7. Perform all the steps at Emulation Server and then click on Stream button. Also, Wireshark (if
installed) will automatically start capturing the packets as soon as Emulation Server starts simulation.

& Stream Qutput
Option Setup
Set up any additional options for streaming

Miscellaneous Options

[] stream all elementary streams
Generated stream output string

ssout=#transcode {vcodec=DIV3,vb =800, acodec=mp3,ab=128,channels=2,samplerate=44100}: duplicate {dst =udp{dst=192.168.0
.86:1234} dst=display} :sout-keep

[ <Bak ][ steam | [ cancd |

Figure 4-14: Perform all the steps at Emulation Server and then click on Stream button
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Steps at Destination PC

1. Follow steps as provided before in “Running Emulation via GUI-Setting up the NetSim Client”. After
performing all the steps at Source PC and NetSim Emulation Server, open VLC Media Player — Click
on Toggle Playlist icon as shown in the below screenshot.

5 VLE media player [ == =
Meda Plojoack Audio Video Subitle Took View Help

Flayhst (OB

D Pt - [Tme Ourstion _ Album

o Media Library

Hy Computer

B My Videos

12 My Music

5 vy Pictures

58 Urniversal PlugiPlay
S Network streoms (5471
Internet

1! Podeasts

@ Free Music Chants

) o ()i e

UIERNSIT 1E Y

Figure 4-15: Select Toggle Playlist icon

Toggle button is circled in red at the bottom of the screen shot

2. Double click on Network Stream (SAP) under local network. Then right click and play on the stream
name that appears on the screen.

cl@s
=
Duration Album
Keecast Radio Directory
] Jamendo Selections.
) &
P owmw E W Ee X e

Figure 4-16: Double click on Network Stream (SAP) under local network

In the streamed video, you will notice a change in the quality of the video being played in the destination
PC. Also, Wireshark (if installed) will automatically start capturing the packets as soon as Emulation
Server starts simulation.
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Media  Ploback  Audio Video  Subttle  Tock  View Hep

00:00 00e00

0 (o] (0] ()06 = i

Figure 4-17: Change in the quality of the video being played in the destination PC

4.4 Example 3: File Transfer using FileZilla (One-way)

Switch

-] -

A

v A !
=]
g P P

System 1 System 3 System 2

Figure 4-18: File Transfer using FileZilla (One-way communication)

Steps at Destination PC

Ver 15.1

1. Follow steps as provided before in “Emulation Set-up: Setting up the NetSim Client”. Run FileZilla
Server software. Create a group by going to Edit — Groups — Select “General” under Page: — Click

Add in Groups — Give Any Name (Ex: Admin) and click ok.

FileZilla Server (127.0.0.1)
File Server |Edit ?

HETE Settings |6~
[FileZlla Server { Users
Copyright 2001~ @filezilz-project.org)
https://filezilap Groups

Connecting to sei
Connected. watting for authentication

Logged on
You appear to b behind & NAT router. Pleass configurs the passive mode settings and forward a range of parts in your router
VWaming; FTF over TLS is not enabled, users cannot securely log in.

Progress Spe

o s Account P Transfer

>

<

Figure 4-19: Give Any Name to group in edit option in FileZilla server
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2. Go to Edit — User — General — Click Add in User — Give Any Name (Ex: Userl) — and Select
Group what you given in Group Setting (In this case, we provide “Admin”) and click ok.

o x
File Sever Edit ?
8 |m 08T mic @~
Page: Account settings Users
- Genersl Enable account
-Shared folders Password:
Speed Limits
1P Filter Group
Addl user account x
Sypad Please erterthe name of the ser account that shouid
ypa
bs added
Maximurm
|u§er1 ‘
Connecti
User should be member of the following group. Remove
Forcg
|‘”“”5> > ‘ Rename Copy
<none:
Descripti _
Progress Spe
oK
‘You can enter some comments about the user ‘ >
Cancel
loBi: %8

Figure 4-20: Add name to Users field in FileZilla server

3. In Account Setting, select — Enable account and set password and click ok.

Figure 4-21: FEnable account and set password in account setting window

Users
Page: Account settings
Enable account
pasenord:
+. TP Filter Group membership: | Admin =7

[W] Bypass userlimit of server
Maximum connection count:

Connection limit per IP; I:l

[m] Force S5L for user login

Description

X
Users
Add Remove |

You can enter some comments about the user
Cancel

4. Go to Shared folder — Add — Folder to share — (EX: FTP_FILES from Desktop) — Select all the
Files and Directories Permissions and set that folder as Home Directory by selecting “Set as Home

Dir”. Click OK.
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Users X
Page: Shared folders Users
- General i= Userl
Directories Aliases lsert ]
- Shared folders =
‘... Speed Limits H C:\Users\Santhos... A Write
L. 1P Filter Delete
Append
Directories
Create
Delste
List
< > + Subdrs Add Remove
Add Remove Rename |Set as home dirl | Rename ‘ Copy
A directory alias will also appear at the specified location. Aliases must contain the full vitual

path. Separate multiple aliases for one directory with the pipe character (|}
If using aliases. please avoid cyclic directory structures, it will only confuse FTP clients.

OK

Cancel

Figure 4-22: Select all the Files and Directories Permissions and set that folder as Set as Home Dir

Steps at Source PC

Follow steps as provided before in “Emulation Set-up: Setting up the NetSim Client”. Run FileZilla Client
software. Enter the Host Name(Server System ip (EX: 192.168.0.133)) and Give the User, Password that
we created in Server side and give Port No = 21. Run Emulation server and click Quick Connect. Drag
and drop files from Local Site to Remote Site.

Steps at NetSim Emulation Server

1. Run NetSim in Administrative Mode and create a basic network Scenario in any stack-based protocol
(Any network except Legacy Networks, Cellular Networks, and Wireless Sensor Networks) in NetSim.
A sample scenario in Internetworks is performed as shown with link speed set to 1 Mbps.

ey
g
il

L2 Switch_1

3

Wired_Node_2 Wired_Node_2

Figure 4-23: Network Topology

e Click on the Application icon present on the ribbon and set properties.
e In the Application Type select Emulation.

e Select Source and Destination ID according to the network scenario and change the Source and
Destination IP address according to the IP Address of the real system and click OK.
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¥ App1_EMULATION Properties - X

SANO %

Source ID 2 -

Destination Count 1

Destination ID 3 -

Start Time (s) 0

End Time (s} 100000

Random Startup FALSE -

Session Protocol NOMNE

Transport Protocol upp -

Qos BE h

Pricrity Low

4 Emulation
Source Real IP 182168038 | #
Source Port 0
Destination Real IP 1921680754 | #
Destination Port 0

Figure 4-24: Application properties window

Ver 15.1

2. Provide the Simulation Time as how long you want the Emulation to be performed. Make sure client

system(s) are ready and then click Run Simulation.

Results: Transfer speed from client without emulation:

Progress Speed

fithEmulatio... 114,433,360 byt -

120,245,749 bytes received 12,13 MB/s 1,151 bytes sent 0 B/s

Figure 4-25: Transfer speed from client without emulation

Transfer speed from client with emulation:

Progress Speed

thEmulatio.. 20,000,728 uym

29,101,933 bytes received 110,8 KB/s 1,178 bytes sent 0B/t

Figure 4-26: Transfer speed from client with emulation
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4.5 Example 4: Skype (Two way Communication)

\J \J Y
Source Destination
Pty P P

System 1 System 3 System 2

Figure 4-27: Skype Two-way Communication

Steps at NetSim Emulation Server

1. Run NetSim in Administrative Mode and create a basic network Scenario in any stack-based protocol
(Any network except Legacy Networks, Wireless Sensor Network, and Cellular Network) in NetSim.
Screenshot of a sample scenario in Internetworks is shown below.

)

1

7

L2_Switch_1

3

Wired_Node_2 Wired_Nade_3

Figure 4-28: Network Topology in this experiment

2. Click on the Application icon present on the ribbon and set properties. As it is two-way communica-
tion, add and create two applications.

3. In both the Application Type select Emulation.

4. In one Application, select Source ID and Destination ID according to the network scenario and change
the Source and Destination IP address according to the IP Address of the real system. In the second
application, set the opposite of first application, i.e. Source ID and IP address will be exchanged with
Destination ID and IP address. (Refer the IP settings in the screenshot to get a clear picture)
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¥ App1_EMULATION Properties - X
SARO

Source ID 2 v
Destination Count 1
Destinaticn ID 3 -
Start Time (s) 0
End Time (s) 100000
Random Startup FALSE -
Session Protoco! NONE
Transport Protocol upp b
QoS BE -

Pricrity Low

4 Emulation

Source Real IP 192168038 | #
Source Port 0
Destination Real IP 192.168.0.154 | #
Destination Port 0

Figure 4-29: Application properties Window

5. Provide the Simulation Time as how long you want the Emulation to be performed. Make sure client
system(s) are ready and then click Run Simulation.

Steps at Source PC

1. Follow steps as provided before in “Emulation Set-up: Setting up the NetSim Client”.

2. Run Skype and make a call to the destination system (Make sure that Skype is running in Destination

PC).

3. Wireshark (if installed) will automatically start capturing the packets as soon as Emulation Server
starts simulation.

Steps at Destination PC

« Follow steps as provided before in “Emulation Set-up: Setting up the NetSim Client”. After performing
all the steps at Source PC and NetSim Emulation Server, open Skype.

o Wireshark (if installed) will automatically start capturing the packets as soon as Emulation Server
starts simulation.

4.6 Example 5: Using JPerf

JPerf is a graphical front end for the popular network testing tool Iperf. Using JPerf you can quickly
test a WAN or LAN connection to determine the maximum network throughput. The test results are
automatically graphed and presented in a format that is easy to read. JPerf can also be used to detect
packet loss, delay, jitter, and other common network problems.
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Y Y Y
i
Server Client
] - -
AN AT

System 1 System 3 System 2

Figure 4-30: Jperf Client and server communication

Steps at NetSim Emulation Server

Ver 15.1

1. Run NetSim in Administrative Mode and create a basic network Scenario in any of the networks
except Legacy Networks, Wireless Sensor Network, and Cellular Network. Screenshot of a sample
scenario in Internetworks is shown below.

o |
ps
)

L2_Switch_1

3

Wired_Node_2 Wired_Node_2

Figure 4-31: Network Topology in this experiment

e Click on the Application icon present on the ribbon and set properties.

e In the Application Type select Emulation.

e Select Source and Destination ID according to the network scenario and change the Source and

Destination IP address according to the IP Address of the real system and click OK.
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E' App1_EMULATION Properties = X

SANO =%

Source ID 2 v

Destination Count 1

Destination ID 3 -

Start Time (s) 0

End Time (s) 100000

Random Startup FALSE v

Session Protocol NONE

Transport Protocol upep -

QoS BE -

Priority Low

4 Emulation
Source Real IP 182.168.038 | #
Source Port 0
Destination Real IP 192.168.0.154 | #
Destination Port 0

Figure 4-32: Application properties window

2. Provide the Simulation Time as per the time for which you want Emulation to be performed. Make
sure client system(s) are ready and then click Run Simulation.

Steps at Source PC

Follow steps as provided before in “Emulation Set-up: Setting up the NetSim Client”. Run JPerf and
select Client and set Server Address as <Server IP Address>. User can edit the Application Layer
options, Transport Layer options and IP Layer options depending on the type of data they want to
transmit in the network.

|£] JPerf 2.0.2 - Network performance measurement graphical tool - o X
JPerf
Iperf command: bin/iperf.exe < 192.168.0.145 -P 1 1-p 5001 -Fk -t 10 @ ren et
Choose iPerf Mode: (@ Client Server address 192.168.0.145 Port 500115
Parallel Streams 15 % Stop IPerfl
O Server Tisten Port 5001 - CientLimit ry
Num Connections 0< 'H it -

Figure 4-33: Select Client and setting done as per above screenshot in JPerf

Do not click “Run IPerf” until all the steps at NetSim Emulation Server are done. Also Wireshark (if
installed) will automatically start capturing the packets as soon as Emulation Server starts simulation.

Steps at Destination PC

1. Follow steps as provided before in “Emulation Set-up: Setting up the NetSim Client”. Run JPerf and
select Server.
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JPerf
\Iperf command:
(Choose iPerf Mode:

|£) JPerf 2.0.2 - Network performance measurement graphical tool

bin/perf.exe 5 P 0 4 1-p 5001 -k

O Clent Server address Fort
@ Berver Listen Port 5,001}%] [ Client Limit
Num Connections il

%

- o X
@, Run Perfl
% Stop IPerf
.'_:

Figure 4-34: Select Server and setting done as per above screenshot in JPerf

2. Click on “Run IPerf” after the Source PC starts running JPerf.

4.7 Example 6: Simple Military (TDMA) Radio Use Case

Lab Setup: Before starting emulation, ensure that the real traffic that is generated at the NetSim Client
(say Ping or Iperf traffic) is routed through NetSim Emulator System. This means the traffic just flows

through the system (OS) and doesn’t yet flow through NetSim.

NetSim Client 1

(R e ——

- == e e = = o= -

L]

NetSim Emulator

= == = e e e o = = =

L]

NetSim Client 2

Figure 4-35: Lab set up where by two systems connect to the NetSim emulation server

e The Lab Setup where, Client 1 generates traffic, and Client 2 is the real destination to receive the

traffic.

¢ Route the traffic generated by Client 1 via NetSim Emulation server. This is achieved by configuring
static routes in the network. Please refer Section 2.2.

Next, we create the scenario in NetSim, and this time run the emulator, whereby the traffic flows through
NetSim. The steps to do this are:

¢ On NetSim Emulation Server, run NetSim in administrative mode and choose TDMA Radio Networks

and create a scenario
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NetSim Home

NetSim Professional

Metwork Simulation/Emulation Platform
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Figure 4-36:

Choose a Network

€ Internetworks (Base)
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Select TDMA Radio Networks in NetSim home screen
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NetSim Simulation
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> ShowHide nfo

B see @ [ Wired Node BN ] Wired Bridge Node: Devices Links
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=
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Figure 4-37: A simple TDMA radio network is created with two nodes

e Click on the Application icon present on the ribbon and set properties.

e In the Application Type select Emulation.

¢ Select Source and Destination ID according to the network scenario

Destination IP address according to the IP address of the real system.
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[ App1_EMULATION Properties - X
SANO =

Source ID 2 v

Destination Count 1

Destination ID 3 -

Start Time (s) 0

End Time (s) 100000

Random Startup FALSE v

Session Protocol NONE

Transpert Protoco! upp -

QoS BE v

Priority Low

4 Emulation
Source Real IP 192.168.0.38 rd
Source Port 0
Destination Real IP 192.168.0.154 v
Destination Port 0

Y Wireless_Node_1 Properties

AR B

4 Interface_1 (Wireless)
> Network Layer
> Datalink Layer
4 Physical Layer

4 DIDMA

Protocol

DIDMA ¥

Bandwidth (KHz)

Data symbol rate (kBd)

128

128

FEC coding

X Power (W)
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Antenna Height (m)
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17”2 v

Reference Distance d0 (m)

Figure 4-38: Application settings

Figure 4-39: Wireless node parameters to be configured

Ver 15.1

Next, we change a property and see the effect. For example, change the PHY rate. The parameters that

can be varied are:

e Frequency Band: L- Band
e Bandwidth:128 KHz
e Data Symbol Rate: 128kBd
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¢ Modulation Tech: QPSK
o Coding Rate: 1/2
e Min Slot Per Device: 0

Static Route from Source to Destination

Ver 15.1

Right Click on Wireless node > Properties > Interface Layer > Physical Layer change parameters
highlighted in the figure below. Ensure that you perform this in both the nodes since some of the
parameter’s scope is local in the Network.

¥ Wireless_Node_1 Properties

SAN O B

> Datalink Layer
4 Physical Layer
4 DTDMA

Protocol

DTDMA ¥

Bandwidth (KHz)

Data symbol rate (kBd)

128

128

FEC coding

X Power (W)

Antenna Gain (dBi)

Antenna Height (m)

Receiver Sensitivity (dBm)

TRUE

Modulation Technique

Coding Rate

QPSK v

12 M

Reference Distance d0 (m)

Frequency Hopping

1

off v

[ oo

L-BAND ¥ |

Lower Frequency (MHz)

1000

Figure 4-40: The parameters to be configured in the node’s wireless interface

Steps to Set Static Route in NetSim:

1. Go to Display Settings > Check Device IP

2. Now go to Wireless Node properties — Network Layer. Enable - Static IP Route
Configure Static Route IP and set the properties as per the screenshot below and click on Add and

then click on OK.
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!‘r Wireless_Node_1 Properties

AN O =

m

> General

> Position

> Application Layer

B Transport Layer

4 Network Layer

[

4 |PV4

ICMP Status

L
E]“ =

FALSE v

Static IP Route

Static IP Route GUI

Configure via fileConfigure via Ul

Processing Delay (us)

B> AQODV

Interface_1 (Wireless)

Figure 4-41: Wizard to configure static route

3. Add appropriate route from Source Node to Destination Node and vice versa

For Source Node:

’—5_‘! Static IP Reuting Configuration X
Network Based MNode Based
MNetwork Destination Gateway
Text Field can not be empty Text Field can not be empty
Subnet Mask Metrics
Text Field can not be empty Text Field can not be empty
Interface ID 1 -
Add Reset Remove
Network Destination W Subnet Mask Y Gateway h ¢ Metrics Y
92.169.0.0 255.255.0.0 11.002 1.00

For Destination Node:
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Figure 4-42: Static route setting in source node

Ver 15.1
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!’ Static IP Routing Configuration X
Network Based Node Based
Network Destination | 192.168.0.0 Gateway | 11.0.0.1
Subnet Mask 255.255.255.0 Metrics 1
Interface ID 1 -
Add Reset Remove
Network Destination J° Subnet Mask Y Gateway T Metrics Y
192.168.0.0 255.255.255.0 11.0.01 1.00
0K Cancel

Figure 4-43: Static route setting in destination node

Provide the Simulation Time as how long you want the Emulation to be performed. Make sure client
system(s) are ready and then click Run Simulation.

Now notice the following change in the iperf traffic. Let NetSim Client 1 be the Iperf Client and NetSim
Client 2 be iperf server. Then commands at

Iperf Server:

iperf.exe -s -u -P 0 -i 1 -p 5001 -f k

Iperf Client:

iperf.exe -c 192.168.0.154 -u -P 1 -i 1 -p 5001 -f m -b 1.0M -t 100000 -T 1

Perform the steps at Emulation Server as provided and simulate. During simulation, generate 1 Mbps at
iperf client (NetSim Client 1) to NetSim Client 2. You will notice that the even though the iperf client is
generating 1Mbps iperf server will be receiving less than 120Kbps. This is because the network created
in NetSim has PhyRate (wireless link capacity) set to 120Kbps.

Iperf Client Generating 1 Mbps traffic:
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Figure 4-44: Iperf running in the client

Iperf Server receiving 120Kbps since Phyrate has been set to 120Kbps in NetSim
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Figure 4-45:
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4.8 Providing pcap file as input to NetSim Emulator

NetSim has an inbuilt traffic generator (Application) which can be used to model unicast broadcast
traffic in the network with support for application types such as CBR, Custom, Voice, Video, FTP,
Database, etc. NetSim also allows users to provide pcap file as input to NetSim traffic generator and
configure applications using the real IP addresses and port numbers.

4.8.1 Generating a pcap file for NetSim

Any pcap file can be provided as input to NetSim by following the procedure explained here. In this
example we are generating a pcap file by running wireshark and generating traffic using ping and saved
it as Raw.pcap (while saving please make sure that save as file type must be Wireshark/tcpdump/..
-pcap). Ping is initiated form the Source IP: 192.168.0.154 to the Destination IP: 192.168.0.192. The
pcap file will contain all incoming and outgoing packets from the system in which the capture is being
done.

File Edit View Go Capture Analyze Statistics Telephony Wireless Tools Help
™

Source. Destnation Protocol  Length Info
1 0.000000 192.168.0.15 192.165.0.255 nBns. 92 Name query NB DESKTOP-DSIC3SP<lc>
2 0.129079 192.165.0.7 239.255.255.250 ssop. 216 H-SEARCH * HTTP/1.1
3 0.412928 192.165.0.154 192.168.0.192 10 74 Echo (ping) request 1d=0x0001, seq=314/14849, ttl=128 (reply in 4)
40.413355 192.168.0.192 192.168.0.154 ar 74 Echo (ping) reply  1d=0x0001, seq=314/14849, ttl=128 (request in 3)
5 0.446719 192.168.0.139 255.255.255.255 uop. 82 60274 » 1947 Len=40
7 0.665863 Fe80: 104201 3¢d8: 575 FF02::16 Ive 90 Multicast Listener Report Message v2
5 0.686171 feB0: :0420: 3cdB: 55.. Ff02::16 ICPV6 90 Multicast Listener Report Message v2
9 0.636488 192.168.0.27 224.0.0.252 IGWPv2 60 Membership Report group 224.0.0.252
10 0.657310 feB0: 104201 3cdB: 55 F£02:116 ICHPV6 90 Multicast Listener Report Message v2
11 0.687641 5: 224.0.0.2 IGPV2 60 Leave Group 224.0.0.252
12 0.687642 o2::16 ICPve 98 Multicast Listener Report Message v2
13 0.635022 224.0.0.252 IGPV2 60 Membership Report group 224.0.0.252
14 0.685022 239.255.255.250 ss0P. 179 M-SEARCH * HTTP/1.1
15 0.688664 224.0.0.251 oS 81 Standard query @x800 ANY DESKTOP-QISOESN.local, "QM" question
16 0.639099 Fe80: :0420:3¢d8:575.. FF02::Fb oS 101 Standard query 0x0000 ANY DESKTOP-QIS@ESN.local, "QM" question
17 0.639556 Fe80: :0420:3cd8:575.. FF02::fb NS 139 Standard query response €x0009 ARAA fed0::e420:3cd:5752:503d A 192.168.0.27
15 0.639556 224.0.0.252 LumR 75 Standard query @xdfad ANY DESKTOP-QISOEGN
19 0.690067 - ffo2::1:3 LUnR 95 Standard query @x4fad ANY DESKTOP-QISOESN
20 0.690068 224.0.0.251 oS 119 Standard query response @x0000 ARAA FeB0::e420:3cd8:5f52:503d A 192.168.0.27
21 0.690065 224.0.0.251 NS 51 Standard query @x2088 ANY DESKTOP-QISOESN.local, "QM" question
22 0.690595 ffo2::7b N 101 Standard query 0x0000 ANY DESKTOP-QIS@ESN.local, "QM" question
23 0.690975 ffo2::fb roNS. 2:503d A 192.165.0.27
24 0.691347 224.0.0.251 NS ::€420:3cd8:5f52:503d A 192.168.0.27
25 0.707350 192.168.0.27 224.0.0.252 IGUPV2 60 Membership Report group 224.0.9.252

Figure 4-46: Packet captured in Wireshark

Wireshark capture can be stopped after capturing required packets and saved in desired location with a
user defined name (*.pcap). E.g.: Input_to_ NetSim.pcap

PCAP file needs to be edited suitably before providing it as input to NetSim. The “editcap” application
in Wireshark installation directory can be used to edit any pcap file to be provided as input to NetSim.

Go to wireshark installation directory [C:\Program Files\Wireshark]

mem

File Home Share View Manage
« v A4 | ThisPC > LocalDisk (C:) > Program Files > Wireshark | V@
B Desktop~ # » Name Date modified Type Size
L o S 4
? Downloads 5 copviNGst Text Document
[5] Documents [] d3decompiler_47.d1l Application extens...
&|Pictures  # [ dfilters File
[ Desktop [ dtd_gen.ua LUA File
= New Volume (i M dumpeap.ee Application
Sample_Configu ©| dumpcap.html HTMIL File
System32 M editcap.exe Application
editcap.htrml HTML File
@ OneDrive [€] extcap.html HTML File 5KB
B Desktop [ initlua LUAFile 17KB
[ Documents [#] ipmap.html HTML File 5KB
Email attachmer Q kSsprtéd.dil Application extens... 45KB
[4] krbs_ga.dil Application extens... 1,053 kB
=] Pictures — o L
4] libatk-1.0-0.dl Application exten: 145KB
[ This PC 4] libeairo-2.dil Application extens... 834 KB

Figure 4-47: Installation directory of Wireshark

Open command prompt, and execute the following command:

editcap -C 14 -L -T rawip -F pcap
"<File Location>/Raw.pcap"
"<File Location>/Input_to_NetSim.pcap"
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Where,

o -C [offset:]<choplen> chop each packet by <choplen> bytes. Positive values chop at the packet
beginning, negative values at the packet end. If an optional offset precedes the length, then the bytes
chopped will be offset from that value. Positive offsets are from the packet beginning, negative offsets
are from the packet end. You can use this option more than once, allowing up to 2 chopping regions
within a packet provided that at least 1 choplen is positive and at least 1 is negative.

e -L adjust the frame (i.e. reported) length when chopping and/or snapping

e -T <encap type> set the output file encapsulation type; default is the same as the input file. An
empty “-T” option will list the encapsulation types.

e -F <capture type> set the output file type; default is pcapng. An empty “-F” option will list the file
types.

C 1\Desktop\Input_to_Netsim.pcap”

Figure 4-48: FEnter the above command in command prompt

4.8.2 Providing pcap file as input to NetSim

1. Create a system environment Variable with Variable Name as “EMULATOR,_ INPUT” and value as
the path of the pcap file along with the file name (Ex: C:\Users\bhatv\Desktop\NetSim\INPUT_TO_NETSIM.pcap)

seaProgeiens|Python\Bython 3T\ Serpts.

SUMD_HOME
TEmp

Beowie Drectory
,,,,,, oL _—
MUMSER_OF PROCESSORS &

s W
Path o a5 06T\ Cornmon Files Orach\livaljsvapeth Wi
BATHEXT COMEXE; BAT. €MD VES: VBE: 5 SE: WSE- WSH, MSC
PROCESSOR ARCHITECTURE AMDSS

Figure 4-49: Create a system environment Variable name and providing input file path as input

2. Start NetSim as administrator. Now create a simple scenario in NetSim. For example, create a
scenario in Internetworks with 1 router and 2 wired nodes as shown below. Create an Emulation
application by giving the real source and destination IP’s present in the pcap file. In this case we
have used the IP addresses 192.168.0.154 and 192.168.0.192 which we have used for generating traffic
using PING.
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~

7 Rpp1_EMULATION

Wired Node 1 Wired Node 2

Figure 4-50: Network Topology in this experiment

3. Run NetSim in administrator mode for Emulator application.

4. Now create a simple scenario in NetSim. For example, create a scenario in Internetworks with 1 router
and 2 wired nodes.

5. Create an Emulator application by giving the real source and destination IP’s present in the pcap
file.

¥ App1_EMULATION Properties - X
"ANO %

Source ID 2 v

Destination Count 1

Destination ID 3 -

Start Time (s} 0

End Time (s) 100000

Random Startup FALSE v

Session Protocol NONE

Transpert Protoco! ubp -

QoS BE -

Prigrity Low

4 Emulation
Source Real IP 192168038 | #
Source Port 0
Destination Real IP 192.168.0.154 r 4
Destination Port 0

Figure 4-51: Application properties Window

e Multiple applications can be configured based on the packets captured. For instance, there can be
one more application configured for packets from 192.168.0.192 to 192.168.0.154

e NetSim Emulator will read the packets from pcap file as per the source and destination that we are
giving in the application properties.

e After simulation, NetSim results window provides Packet Capture Metrics. Here users can observe 4
different types of log files as explained in Section 3.1

e Open Dispatch to Emulator packets, it contains only the packets whose source and destination IP
addresses match with the source and destination IP addresses that we have configured.
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5 Trouble shooting

5.1 “Ping: Request timed out” in DTDMA Radio Networks

This is specific to scenarios which used DEMAND BASED slot allocation in the MAC layer and having
multiple emulation applications. When multiple systems trying to ping, the slot allocation methodology,
causes delays that exceed the TTL of ping packet. A simple way to overcome this problem is to set the
slot allocation technique as ROUNDROBIN.

It may happen that even after setting ROUNDROBIN as the slot allocation technique, a user could see
the “Ping: Request timed out” error. This is due to high-rate traffic flows of non-emulation applications
flowing through the emulator system. For example, consider a scenario with 4 systems A, B, C and D,
such that

e A is the source system. The system sending Ping Request.
o B is the emulation server where NetSim is run.
e C is the destination System. The system sending Ping Reply.

e D is another system that is not a part of the Emulation set up under study

In this example, A pings C with traffic flowing through B. If simultaneously there is other traffic flowing
from A to D (applications that are not part of Emulation set-up under study), then this traffic would
also flow via emulator system due to static route setting. This will cause delays and the ping packets
may then exceed the TTL. To avoid this set static route to a particular Host system instead of adding
static route based on Network. In this same example, say the systems A, B, C and D are in the network
192.168.0.0/24, with IP addresses 192.168.0.2, 192.168.0.3, 192.168.0.4 and 192.168.0.5 respectively. Then
user should not set

route add 192.168.0.0 MASK 255.255.255.0 192.168.0.3 METRIC 1
but instead, add the host specific static route

route add 192.168.0.4 MASK 255.255.255.255 192.168.0.3 METRIC 1

6 Latest FAQs

1. Up to date FAQs on NetSim’s Emulation library is available at
https://tetcos.freshdesk.com/support/solutions/folders/14000115083
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